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VENF.EX27885
 Flexible Sprinkler Hose with Fittings

Page Bottom

Flexible Sprinkler Hose with Fittings
 
See General Information for Flexible Sprinkler Hose with Fittings
 
SWASTIK SYNERGY ENGINEERING PRIVATE LIMITED EX27885
No. 302 Business Suites 9 S. V. Road Santacruz West Next to RAAS
Mumbai, 400054 INDIA
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Flexibility
 Type

SF-700-1/2-BR
braided

203(14) 225 1 by 1/2 2.3 (700) 2 3.9(100) 25 Limited

SF-1000-1/2-BR
braided

203(14) 225 1 by 1/2 3.3
(1000)

3 3.9(100) 33 Limited

SF-1200-1/2-BR
braided

203(14) 225 1 by 1/2 3.9
(1200)

3 3.9(100) 39 Limited

SF-1500-1/2-BR
braided

203(14) 225 1 by 1/2 4.9
(1500)

3 3.9(100) 50 Limited

SF-1800-1/2-BR
braided

203(14) 225 1 by 1/2 5.9
(1800)

3 3.9(100) 58 Limited

SF-700-3/4-BR
braided

203(14) 225 1 by 3/4 2.3 (700) 2 3.9(100) 21 Limited

SF-1000-3/4-BR
braided

203(14) 225 1 by 3/4 3.3
(1000)

3 3.9(100) 36 Limited

SF-1200-3/4-BR
braided

203(14) 225 1 by 3/4 3.9
(1200)

3 3.9(100) 43 Limited

SF-1500-3/4-BR
braided

203(14) 225 1 by 3/4 4.9
(1500)

3 3.9(100) 52 Limited

SF-1800-3/4-BR
braided

203(14) 225 1 by 3/4 5.9
(1800)

3 3.9(100) 63 Limited

These flexible sprinkler hose with fittings are intended to be installed with Fast Center Bracket and S Bracket assembly in accordance with the
manufacturer's installation instructions dated August 2, 2018.
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